
 

Thank you for considering creLED quality light fixtures. Due to ever-advancing technology and code 
updates, specifications & dimensions are subject to change without notice.  Support@creLED.com 

 

 
 

 

 

Type:  
Model:  
 
Project:  
Notes:  

 
             Key Features: 

OPTIONAL EM BATTERY, CUSTOM COLORS 
 

creLED is a recognized industry leader in innovative energy-efficient LED illumination. 
creLED utilizes only the most trusted and proven of LED components, while adhering to 
relevant international, national, and local codes and regulations. LEDs are sourced for 
color consistency, housings are manufactured of code gauge metals, and diffusers are 
sourced from asbestos-free, UV stabilized plastics or tempered glass where applicable.   

 
 

Shallow Round Model: CRE-1618024EMR-4RD-20L-WH  

Shallow Square Model: CRE-1618024EMR-4SQ-20L-WH 

Available Options: -EM for Field-Install Battery, -SWW for Square Wall Wash, -CC for Custom Color 

Nominal Dimensions: Trims: 4.0” ID, 5.75” OD; Housing: 14” L x 11.5” W x 4” Depth for Shallow Ceilings 

Housing Specifications: Heavy Code Gauge Steel, IC Rated for Insulated or Non-Insulated Ceilings 

Diffuser Specifications: Smooth Opal DURAC Shatterproof Thermoplastic, Asbestos Free, UV Stabilized 

Lamp Specifications: Dimmable LED, 20 Watts, 1350 Lumens, >85 CRI, 3000K-4000K 

Energy Efficiency: 67 LPW (Lumens per Watt), NYECC & NYSERDA Compliant  

Mounting Type: Recessed Ceiling Mount for Standard Acoustic Tile or Gypsum Board Ceilings 

Standards & Codes: UL Listed Dry, Damp or Wet Locations, IC, NEC 1.08, NYC DOB (IBC), NJEC, Energy Star 

Certifications: Registered by Product Code, Unique ID, SKU, or Calendar Number 

 
  



 

Thank you for considering creLED quality light fixtures. Due to ever-advancing technology and code 
updates, specifications & dimensions are subject to change without notice.  Support@creLED.com 

 

 
 

 

 

Type:  
Model:  
 
Project:  
Notes:  

 
             Key Features: 

INCH-LITE, EASY TO SPECIFY 
 
 

creLED is a recognized industry leader in innovative energy-efficient LED illumination. 
creLED utilizes only the most trusted and proven of LED components, while adhering to 
relevant international, national, and local codes and regulations. LEDs are sourced for 
color consistency, housings are manufactured of code gauge metals, and diffusers are 
sourced from asbestos-free, UV stabilized plastics or tempered glass where applicable.   

 
 

Standard Model: CRE-171802B5554-RUN*-4.5WF-ALUM-MOUNTNG*  

Available Options: * Just Advise Run Length and Mounting (R for Recessed, S for Surface, P for Pendant) 

Nominal Dimensions: 1.0” Nominal Cross Section (Dimensions in Drawing); Advise Run Length or Pattern 

Housing Specifications: Code Gauge Anodized Aluminum, May Field-Cut to Desired Length within Limits 

Diffuser Specifications: Smooth White DURAC Shatterproof Thermoplastic, Asbestos Free, UV Stabilized 

Lamp Specifications: LED, 4.5 Watts per Foot (May Double Output), 375 Lumens per Foot, >90 CRI, 3000K 

Energy Efficiency: 83 LPW (Lumens per Watt), NYECC & NYSERDA Compliant  

Mounting Type: Recessed or Surface Ceiling or Wall, Pendant Mount (Aircraft Cable by Other) 

Standards & Codes: UL Dry or Damp (Add Suffix -WET for Wet Locations), NEC 1.08, NYC DOB (IBC), NJEC 

Certifications: Registered by Product Code, Unique ID, SKU, or Calendar Number 

 
  



 

Thank you for considering creLED quality light fixtures. Due to ever-advancing technology and code 
updates, specifications & dimensions are subject to change without notice.  Support@creLED.com 

 

 
 

 

 

Type:  
Model:  
 
Project:  
Notes:  

 
             Key Features: 

EASY TO SPECIFY, OPTIONAL EM BATTERY 
 
 

creLED is a recognized industry leader in innovative energy-efficient LED illumination. 
creLED utilizes only the most trusted and proven of LED components, while adhering to 
relevant international, national, and local codes and regulations. LEDs are sourced for 
color consistency, housings are manufactured of code gauge metals, and diffusers are 
sourced from asbestos-free, UV stabilized plastics or tempered glass where applicable.   

 
 

Standard Model: CRE-181802SLOT-LENGTH*-4.5WF-WH-MOUNTNG*  

Available Options: * 2’ 4’ or 8’; -R Recess (Advise Ceiling), -S Surface, -P Pendant, -W Wall; -EM Battery 

Nominal Dimensions: 4.0” Nominal Cross Section in 24”, 48” or 96” Nominal Complete Fixture Lengths 

Housing Specifications: Code Gauge Steel Housing (Aluminum is Available), Premium Baked White Enamel 

Diffuser Specifications: Smooth Opal DURAC Shatterproof Thermoplastic, Asbestos Free, UV Stabilized 

Lamp Specifications: LED, 4.5 Watts per Foot (May Double Output), 575 Lumens per Foot, >82 CRI, 3K-4K 

Energy Efficiency: 127 LPW (Lumens per Watt), NYECC & NYSERDA Compliant  

Mounting Type: -R Recessed, -S Surface, -P Pendant (Aircraft Cable by Other) or -W Wall  

Standards & Codes: UL Dry or Damp Locations, NEC 1.08, NYC DOB (IBC), NJEC, DLC LP Source 

Certifications: Registered by Product Code, Unique ID, SKU, or Calendar Number 

 
  



 

Thank you for considering creLED quality light fixtures. Due to ever-advancing technology and code 
updates, specifications & dimensions are subject to change without notice.  Support@creLED.com 

 

 
 

 

 

Type:  
Model:  
 
Project:  
Notes:  

 
             Key Features: 

4’, 8’ or EXTENDED LENGTH 
 
 

creLED is a recognized industry leader in innovative energy-efficient LED illumination. 
creLED utilizes only the most trusted and proven of LED components, while adhering to 
relevant international, national, and local codes and regulations. LEDs are sourced for 
color consistency, housings are manufactured of code gauge metals, and diffusers are 
sourced from asbestos-free, UV stabilized plastics or tempered glass where applicable.   

 
 

Standard Model: CRE-391802CURVE-LENGTH*-4.5WF-WH 

Available Options: * 4’, 8’ or Advise Length (in 4’ Multiples); Suffix -EM for Emergency Battery Backup 

Nominal Dimensions: 11.9” Nominal Cross Section x 2.5” Depth x Fixture Length (in multiples of 4’) 

Housing Specifications: Code Gauge Steel Housing, Premium Baked White Enamel 

Diffuser Specifications: Perforated Steel Screen; Opal Thermoplastic Overlay; Asbestos Free; UV Stabilized 

Lamp Specifications: LED, 4.5 Watts per Foot (May Double Output), 575 Lumens per Foot, >82 CRI, 3K-4K 

Energy Efficiency: 127 LPW (Lumens per Watt), NYECC & NYSERDA Compliant  

Mounting Type: 30” Field-Adjustable Aircraft Cable (Supplied with Fixture) 

Standards & Codes: UL Dry or Damp Locations, NEC 1.08, NYC DOB (IBC), NJEC, DLC LP Source 

Certifications: Registered by Product Code, Unique ID, SKU, or Calendar Number 

 
  



 

Thank you for considering creLED quality light fixtures. Due to ever-advancing technology and code 
updates, specifications & dimensions are subject to change without notice.  Support@creLED.com 

 

 
 

 

 

Type:  
Model:  
 
Project:  
Notes:  

 
             Key Features: 

INDIRECT, OPTIONAL BATTERY BACKUP 
 

creLED is a recognized industry leader in innovative energy-efficient LED illumination. 
creLED utilizes only the most trusted and proven of LED components, while adhering to 
relevant international, national, and local codes and regulations. LEDs are sourced for 
color consistency, housings are manufactured of code gauge metals, and diffusers are 
sourced from asbestos-free, UV stabilized plastics or tempered glass where applicable.   

 
 

Recessed 2X2 Model: CRE-221802CB-22-18L-PS*  

Recessed 2X4 Model: CRE-221802CB-24-34L-PS* 

Available Options: * Change PS (Perforated Steel) to AL for Acrylic Lens; Suffix -EM for Battery Backup 

Nominal Dimensions: 24” x 24” x 5.5” Depth … or 24” x 48” x 5.5” Depth 

Housing Specifications: Uniform White Enamel Finish over Code Gauge Steel 

Diffuser Specifications: Perforated Steel (Standard) or DURAC Thermoplastic, Asbestos Free, UV Stabilized 

Lamp Specifications: LED, >82 CRI, 3K-4K; 2X2 @ 18W/2300 Lumens, 2X4 @ 34W/4400 Lumens 

Energy Efficiency: 127 (2X2) or 129 (2X4) LPW (Lumens per Watt), NYECC & NYSERDA Compliant  

Mounting Type: Recess in Standard Acoustic Tile (Standard) or Gypsum Board (-Add Suffix -FL) Ceilings 

Standards & Codes: UL Listed Dry or Damp Locations, NEC 1.08, NYC DOB (IBC), NJEC, DLC LP Source 

Certifications: Registered by Product Code, Unique ID, SKU, or Calendar Number 

 
  



 

Thank you for considering creLED quality light fixtures. Due to ever-advancing technology and code 
updates, specifications & dimensions are subject to change without notice.  Support@creLED.com 

 

 
 

 

 

Type:  
Model:  
 
Project:  
Notes:  

 
             Key Features: 

FLATSCREEN, VARIETY OF MOUNTING  
 

creLED is a recognized industry leader in innovative energy-efficient LED illumination. 
creLED utilizes only the most trusted and proven of LED components, while adhering to 
relevant international, national, and local codes and regulations. LEDs are sourced for 
color consistency, housings are manufactured of code gauge metals, and diffusers are 
sourced from asbestos-free, UV stabilized plastics or tempered glass where applicable.   

 
Standard 1X4 Model: CRE-231802SCREEN-14-40L-R*  

Standard 2X2 Model: CRE-231802SCREEN-22-40L-R* 

Standard 2X4 Model: CRE-231802SCREEN-24-50L-R* 

Available Options: * Change R (Recessed) to S for Surface or P for Suspended; -EM for Battery Backup 

Nominal Dimensions: 12” x 48”, 24” x 24”, 24” x 48” …. All with Only 2.0” Maximum Depth 

Housing Specifications: Uniform Baked White Enamel Finish over Code Gauge Steel 

Diffuser Specifications: Smooth Opal DURAC Thermoplastic, Asbestos Free, UV Stabilized 

Lamp Specifications: LED, >80 CRI, 3K-5K; 1X4 & 2X2 @ 40W/4134 Lumens, 2X4 @ 50W/5150 Lumens 

Energy Efficiency: 103 LPW (Lumens per Watt), NYECC & NYSERDA Compliant  

Standard Mounting: Recess in Standard Acoustic Tile (Standard) or Gypsum Board (-Add Suffix -FL) Ceilings 

Standards & Codes: ETL Listed Dry or Damp Locations, NEC 1.08, NYC DOB (IBC), NJEC, DLC 

Certifications: Registered by Product Code, Unique ID, SKU, or Calendar Number 

 
  



 

Thank you for considering creLED quality light fixtures. Due to ever-advancing technology and code 
updates, specifications & dimensions are subject to change without notice.  Support@creLED.com 

 

 
 

 

 

Type:  
Model:  
 
Project:  
Notes:  

 
             Key Features: 

ADA COMPLIANT, SHATTERPROOF 
 
 

creLED is a recognized industry leader in innovative energy-efficient LED illumination. 
creLED utilizes only the most trusted and proven of LED components, while adhering to 
relevant international, national, and local codes and regulations. LEDs are sourced for 
color consistency, housings are manufactured of code gauge metals, and diffusers are 
sourced from asbestos-free, UV stabilized plastics or tempered glass where applicable.   

 
 

Standard Model: CRE-051802HOSP-12X8-13L-BN  

Available Options: May Change BN (Brushed Nickel) to BB (Brushed Brass) 

Nominal Dimensions: 11.75” High x 7.5” Wide x 4.0” Depth  

Housing Specifications: Uniform Brushed Nickel Finish over Code Gauge Steel 

Diffuser Specifications: Smooth Opal DURAC Shatterproof Thermoplastic, Asbestos Free, UV Stabilized 

Lamp Specifications: Dimmable LED, 13 Watts, 1540 Lumens, >83 CRI, 3000K-4000K 

Energy Efficiency: 111 LPW (Lumens per Watt), NYECC & NYSERDA Compliant  

Mounting Type: Surface Wall Mount (ADA Compliant) to Recessed Junction Box 

Standards & Codes: UL Listed Dry or Damp Locations, NEC 1.08, NYC DOB (IBC), NJEC, Energy Star 

Certifications: Registered by Product Code, Unique ID, SKU, or Calendar Number 

 
  


